
TOW-PRO BRACKET
BEHIND DASH

TLR711205

SUITED TO:

TOYOTA LANDCRUISER 70 SERIES RANGE



PRE-INSTALLATION

Read through this 
installation guide 
before proceeding.

Fitting time 
is approx.
15 minutes.

Phillips head 
screwdriver, Allen 
keys and socket set 

FITTING KIT

QUANTITY PART

1 TLR711205 – Mounting Bracket

4 M4 x 10 mm Phillips Pan Head Bolts

4 M4 Nyloc Nuts

2 Cable Tie 150 mm

NOTE:
This Mounting Bracket locates the UHF unit in the cavity above the 
glove box area.



FITTING INSTRUCTIONS
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1. Install the Tow-Pro Module to the TLR Products Bracket using 
the M4 hardware supplied in the fitting kit, Orientate as per 
photo on previous page. 

2. Remove the 2x M6 accelerator pedal mounting nuts shown 
below and move pedal assembly out the way. 

3. Position the TLR Products Bracket and Tow-Pro assembly over 
the accelerator mounting studs and reinstall the pedal assembly 
and previously removed mounting nuts to secure into position. 

4. Connect the electrical plugs to the Tow-Pro module and finalise 
all wiring to complete installation.
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